


SPECIFICATIONS

PC Requirements:

f Client PC requires minimum Pentium 4 with 512 MB
RAM. Additional processing power required for advanced
applications.

f Server specification depends on number of cameras. Refer to
the video design guide.

Storage:

DVR data remains on the DVR; SYmmetry BENVS and slected
MPEG-4 cameras achive to open lection of hard drives,
storage arays, Network Attached Sorage or Hierarchical
Sorage Management solutions.

VIDEO HARDW ARE SUPPORT

Digital Video Servers:
Symmetry Ege Network Video Servers ENVS

Digital Video Recorders:
Models fom the fallowing merket leading manufacturers:

f Bosch Divar

f Cieffe

f Dedicated Micros
f Integral

f Nice

f Pelco DX8100

f Verint

IP Cameras:

Slected M-PEG and MPEG-4 cameras
(data dorage for MPEG-4 only)

f AXIS
f Bosch
f Sony
f Bosch
f Panasonic and more
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SYMMETRY

DATASHEET

ORDERING INFORMATION

f Requires §mmetry Rrofessional or Symmetry Erierprise v6.0
or later pre-installed

f Symmetry dient licenses dlow full video operation. Additional
client licenses available

f Available with 4, 8, 16, 32, 128 or 256 camera lcenses to suit
requirements

f NVR gorage module available for recording of data fom
Symmetry ENVS a MPEG-4 IP ameras

www.g4stechnologyom

VIDEO MAN AGEMENT



